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SHORT TERM TENDER NOTICE
(For Empanelled Furnishers & lnterior Decorators only)

INTERIOR DECORATION WORK IN SATTI BRANCH OF BARODA
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U.P. BANK

IMPORTANT DATES

Baroda U.P. Bank
Regional office Kanpur Dehat
Nabipur, Jainpur Kanpur Dehat

20e311(U.P.)

Chief
W

\"1*
Manager

ft.u- 
r *: Date: 19.12.2022

DATE OF ISSUE OF TENDER NOTICE 19.12.2022

LAST DATE AND TIME OF SUBMISSION OF
TENDER

12.01.2023 up to 05:00 P.M.

DATE OF OPENING OF TENDER
(FTNANCTAL BrD)

'13.01.2023 at 03:00 P.M.



NOTICE INVITING TENDER

Sealed item rate short term tenders are invited on behalf of the Regional Manager,

Baroda U.p. Bank, from the Furnishers & lnterior Decorators having valid Empanelment with

the Baroda U.P. Bank for the work of INTERIOR DECORATION WORK lN SAJTI BRANCH

OF BARODA U.P. BANK, Regional Office Kanpur Dehat.

1. lssue of tender documents :19112120221o 1210112023

2. Last date of receipt of tender documents : 1210112023 up to 5.00 PM

3. Date of opening of tender documents : 1310112023 at 03.00 PM

4. place of submission & opening of tender : Baroda U.P. Bank, REGIoNAL oFFlcE, KANPUR DEHAr

5. Period for completion of work from order date

6. RetentionPercentage

7. Defect liability Period

Maximum 30 days

10% (Ten percent) from final bill

12 months from the date of completion
certificate issued by the BankArchitect.

B. Release of retention money : After 14 days from defect liability
period.
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SUBMISSION OF TENDER

The tenders are to be submitted in a sealed envelope and clearly superscribed as "Tender for FURNISHING &
INTERIOR DECORATION WORK IN SATTI BRANCH OF BARODA U.P. BANK, REGIONAL OFFICE, KANPTIR
DEHAT.

to hand or through registered Post.

FIRST ENVELOPE MUST CONTAIN ALL THE DOCUMENTS GIVEN BELOW:

l. Photo copy of PAN Number duly attested.

2. Photo copy of GST Number duly attested.

3. Registration certificate of both work i.e 'furniture & fixture work' and'Electric & data cabling work
4. All the documents should be self attested along with stamp of the Firm.

F n vrusr BE MENTIoNED oN ENVELopE"DocuMENT suBMITTED FoR BrD oF FURMSHTNc &
INTERIOR DECORATION WORK IN SATTI BRANCH".

SECOND ENVELOPE MUST CONTAIN ALL THE DOCUMENTS GIVEN BELOW:

SECOND ENVELOPE MUST CONTAIN only bid and nothing else.

) ftre price must be submitted on the prescribed format

) Price bid will not be accepted on any other format or document.

) It must be clearly mentioned "PRICE BID OF FURNISHING & INTERIOR DECORATION WORK IN SATTI

BRANCH''.

BOTI{ TWO ENVELOPES MUST BE KEPT IN THIRD SEALED ENVELOPE AND

SUPERSCRIBED'BID FURNISHING & INTERIORDECORATION WORK IN SATTI BRANCHD.

GENERAL INSTRUCTIONS TO TENDERERS

1. The term "Contractor" shall mean the successful tenderer to whom the Contract shall be awarded.

2. The Contractor should quote the rates in figures and words. Any corrections or Over-writing should be

initialed by the Contractor.

3. The Contractor should submit the tenders with seal, signature and date on each Page.

4. The Contractors should submit the cost of the main items as per tender specifications. Further modification
after awarding ofthe contract shall be not allowed unless there is specific instruction by the Bank/Architect
to change specifications.

5. The contract is time-bound and the works are to be completed within the time limit specified in the notice
inviting tenders. This is a working office and the contractor has to work with no or minimum obstruction
to its regular services.

6. The decision of Employer and the Architect is final and binding.
7. The contractor must submit registration certificate of both work i.e 'furniture & fixture work' and'Electric

& data cabling work' in separates envelope must be mention "Technical Bid for furnishing & electrical
work".

8. The contractor must submit the tender for both work i.e 'furniture & fixture work' and 'Electric & data

cabling work', Partially filled tender will be rejected.

9. For Electrical fixtures and light points required as per drawings the contractor has to draw the wires
from the existing positions of light points, power points wherever and if applicable. The contractor
shall submit the certificate from electrical contractor holding required license/certification from
directorate of electrical safety (U.P.)/competent authority of any other State.
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TERMS&CONDITIONS

l. Unless otherwise mentioned, all works are with no allowance for Lapse waste. Unless otherwise

described or measured separately, price for all the items shall include all necessary straight & curved

edges.

2. Any damage to the work before the site is handed over, is to be replaced or made good at the expense of

the contractor to the entire satisfaction ofthe Architect/Bank.

3. Income Tax, Other Tax as applicable shall be deducted at source as per the Income Tax Act / Rulqs.

4. The quantities indicated are subject to change. The payment of the bill shall be made as per the actual

measurement as certified by the architect but not exceeding the total value quoted in the tender form.

5. The Architect or any officer of the Employers will be free to inspect the work at the site during the

period of execution. Any suggestion of change or modification to improve the quality of work will be

carried out subject to prior approval of the competent authority of the employers and that of the

Architect.

6. Incase of failure to take up the work even after accepting the work order, or leaving the work

incomplete, or for defectiv" *o.t not rectified, or violation ofthe terms and conditions, the contractor

will be de-panelled/blacklisted.
j. For any item of work not covered or any unforeseen items of work, payment will be made according to

the rates approved for similar nature of work, the costing done by the Architect, as per current PWD

schedule of rates, or as per analysis of material cost, labour rate and profit to the Contractor at 70Yo.

The Contractor must obtain prior approval in writing before undertaking such additional works.

8. The tenderers shall sign each & every page of the tender documents including the drawings attached

here to.

g. The amount is to be quoted in figures as well as in words. In case the rates quoted in words and in

figures are in variance, the amount written in words shall be taken as final.

10. The Contractor shall make their own arrangement at their own cost for Storing materials, plants, tools

etc. The employers will not be liable for security of the contractor's materials.

11. No tools or plants will be issued by the bank.

12. The Employer / Architect reserves the right to accept or reject any tender without assigning any reason

whatsoever and the said decision shall be final and binding upon the tenderer.

13. Incaseofbreachofcontractbythe Contractorforslowprogressofworksoranyotherclaimofdamage,

the Employer or the Architect may have the power to rescind the contract without furnishing further

reasons thereof.

14. The Architect shall have the power to ask the contractor to furnish the sample/ color / test certificate

from any Govt. /Authorized agent for any materials used/ to be used in the Works, the expenditure of

which is to be borne by the Contractor'

15. The Employer shall be not be liable for any damages or compensation payable as a consequence of any

accident or injury to any workman or other persons in the employment of the Contractor or any sub-

contractor.

16. On completion of the Works, all rubbish, debris, materials, tools, Laborers, etc. to be removed by the

contractor from the site and the contractor will hand over the site clean & clear & in usable condition

within 3 days of completion of the works. Failing this, the employer may

17, Dispose the materials at the aost of the contractor.

18. In case of any dispute, the matter will be referred to the Regional Manager, Baroda U.P. Bank, Regional

Office Kanpur Dehat (UP).

19. Final Payment after completion of Project will be done with the certificate of Architect with deduction

of retention money by th" guitk.

20. The rates quoted in the tender shall exclude GST but include all excise tax, No escalation of rates will

be allowed under any circumstances.
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Abstract of Cost Furnishing & Electrical Works for Baroda U.P. Bank

Branch at Satti, Region - Kanpur Dehat

S.No. DESCRIPTION AMOUNT (Rs.)

1 FURNISHING WORKS

2 BRANCH ELECTRICAL & DATA CABLING

Note: All rates are excluding G.S.T.
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Estimate for Furnish works for U.P. Bank
Branch at Satti

ion - Kan Dehat

1.No shall be allowed in case. All fabrication shall be done at the site after the materials

orin comshall be2.No for
follow the3.The

the detailed in the booklet. between the booklet and the S below should be

the booklet.ASto beList
Cable to be rovi tables Counters

treated withbeAll
Locks in the and doorsetc. be of God

Drawers to be on n

Banks Colour codecolour to be

Rate Amount
#

NOs. l
..-rlrj::.ir]r-|

Unit aty:,...,.

'...=..1i0 ....':

S.No.
.,1-

position table made of phenol bonded 19mm thick commercial

board with top front and sides finished in 1.0 mm Thick

laminate and 12mm thick toughened glass on top.The front

facade of the table to have 6 mm thick and 29 mm wide moulding'

Every table shall be provided with a key board, drawer, and a

cabinet with a shutter below W-375mm, H-750mm, Depth-

500mm.The storage unit shall consist of provision for C.P.U.

size Keyboard to be made of 19 mm thick commercial

board and finished Drawers and a cabinet with a shutter below W-

75mm, H-750mm, Depth-SO0mm. shallconsist of 12 mm thick

mmercial board for bottom, sides and back of 19 mm thick

phenol bonded commercial board with laminate in front and shall

slide on tray system provision (sliding mechanism).

of item

Size -5'-6 (L) X 2'-6" (W) (H) Providing and placing in

with all the necessary hardware as

approved by the Architect. such as knobs, handles, etc. All

unexposed surfaces to have two coats of synthetic enamel paint

with primer and base, all complete, specifications and directions

of the engineer in charge.

All the units shall be provided

205.00zl
cabin partition made of both side 6

kail wood frame section 50x35 mm and 1.00 mm mica,
grill partition and mica laminated aluminum grill door

with locks, top of cash cabin covered by aluminum grill

12 mm thick etching glass fixed in position by teak wood

members complete to the satisfaction of the architect.The cash

cabin to have night latches as per direction of the architect.This

also include decorative aluminium jali at the top of cash

cabins fixed with teak wood members' (CASH CABIN TOP lS

NOT INCLUDED IN THE TVIEASUREMENT).

comm-ercial ply

ftofSize 0cabin 5.cashoord closer,lnclud all &locks handles,ng
theof Cabicash ton be7x .5 includeand Front glazedft ft,7

Sq.ft.

,,,,,.:,Rft. ,,Casa,.eoilntei .',



Bank counter of approved design for cashier made of 19.00 mm
commercial block board and mica 1.00 mm thick of approved
brand and colour on front customer top and writing desk. Height of
counter from customer side 1 14cm (45"). width of writing desk
75cm.(30") with provision of cupboard after every 1.20 mts made
of 19.00 mm block board with 1 .0 mm sunmica pasted on both
side (inner and outer), and teakwood beading complete with
quality polish finish. Mica pasted on both sides external & internal
including all locks & handles with door closer .

-

t,r, Rfti:::. ;r-:..1O.00;::-,

Front counter made of 19.00 mm block boa
height 75 cm and 80 cm wide sunmica 1.0 mm on top and cup
board and sliding key board with provision of fixing of glass in
front. Mica pasted on both sides external & internal including all

locks & handles

with table top at the

Providing and fixing of Aluminum grill work in cash counter top
with all nesseccary fixing support of 'L', 'H' and 'C' aluminium
sections and etc.Cost include'L', 'H' and 'C' aluminium sections,
hardwares, tools, wastages, lead, lift, labour charges, oading,
unloading charges, cutting, transport and etc.Complete as per

instructions of the Architect.

12 MM float glass with rounded edges with etching as per the
requirement of bank for Front counter (Height: 60 cms) (With teak
wood frame 70 cm).

Low Height Partition made of both sides 6 mm commercial ply

laminated with 1.0 mm sunmica on Cheed Wood frame section
50.00 mmx30.00 mm with glass of 12 mm and door made of 100 x
25 cheed wood frame and ply and mica including all locks,
handles & bolt, quality polish etc.Sample bank's low height
partition. (LOW HEIGHT PARTITION HEIGHT 4'-0')

::
:,'S.-9fl.1 ':

Size-2'-6" highX 1 -6" deep-
I 

'tt.

Ply Wood -19.0mm thick board for side top and door & back
6.0mm lS 303 with shutters, shelf 19.0mm ply

Shelf-19.Omm thick MR Grade 15303 ply

Handle-Brush finish stainless steel

Lock-Vijayan/Godrej
lnternal surface zlnc oxide polish and other required accessories
instructed by Bank's Engineer / Architect.

,4:.:... FiohfGountei',' :,,.',

eas,h Cdb! n-Alumi nium,G ri I I Top,i th teak&corative G ri I I

Partition).
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12 MM Glass on Front Counter & Cash Counter .-.Sqr ft-. 32.00

Sq.ft. ,,21'0.00,

Storaqe (Low Hei-qht ) ,30.00



Providing & fixing in position 2"x 2" kailwood frame and finished
with 6 mm thk.Commercial ply on both sides with 1.0 mm thk.
Laminate on top as per instruction of the Architect. column
panelling only 7.5' height

Notice Board made of 19.00 mm board (size: 3 -0"x3 -0")
laminated sides andcovered by good quality Cherry Colour Velvet
with attached Cheque Writing Desk (6"x6"x9") with attached Two
Battens for Suppo(, Sunmica Pasted on all sides.

Writing ledge of '19 mm Phenol bonded board as/design on 19
mm thick with pockets for slips of 6mm glass machine polished
with seperators completed to the satisfaction of the architect and
the Drawing. The Writing ledge includes a Suggestion box below,
cheque drop box and a notice board above complete to the
satisfaction of the Architect.

Providing and fixing of hydraulic door closure (Make-
Godrej, Product Code-4539 or equivalent) for doors. It
shall incorporate the following -

t,,.tr]'0q...l

Body manufactured from Aluminium extruded alloy
machined to extreme accuracv.
Rack and Pinion-made of machined alloy steel duly heat-
treated.
Adjustable closing speed.
Suitable for right hand and left hand opening doors

Suitable for door/frame mounting.
Suitable for door weight up to 60 kgs.
Suitable for 180/100 degree door opening.
A11 complete to the satisfaction of the Architect.

1'-9"x 1'-9". The bench to be made of 19 mm thich commercial
board covered with 1 mm thick ply of approved shade and
colour.The sette to be openable from the sides to enable storage
space.

P/F in position 3 seater wooden of one SEAT to be

-

.:.....?.;q0.::::.

-

No

Note: All rates are excluding G.S.T

CI Coinm'h.,f Wiii Finef fin$TtVtafei gaiingl,,,t,:,,1,,..,,,,, , .,,:::,,:,.''r...,"- SQ:,f.t: 155.00

1-0,.t1 Notice Baord

1'l - Writing Desk lncluding Suggestion Box and Cheque Drop
tox

12 .HVdiadiC Dii-or.Closure. ( t6'5-C.Godi-i.:t . . "'NO,,

13 THREE SEATER WOODEN BENCH

Tntal Ariiouht .,r;,:t .



ESTIMATE FOR ELECTRICAL WORKS

S,NO. PARTICULARS Unit Oty Rate Amount
A - Light, Fan, 16A & 6A points - All switch & sokets shall be modular type
complete with cover plate & Gl/ MS box.

1 L&F Points+ Power points
1 Point Wiring for light, fan & exhaust fan points controlled thru modular switches complete

with boxes & cover plate - The point wiring shall be carried with 3"1.ssq.mm FRLSH
stranded Cu. Wires in 20mm PVC conduit pipe.The job also include circuit wiring with
3*1.ssq.mm FRLSH Cu stranded wires in 20mm OD PVC conduit from nearest TPN/
SPN Db to SDb. The conduit pipe shall be concealed in wall/ floor/ panellingi partitions
or above false ceiling as per requirement. The job shall be complete & to the entire
satisfaction of the Bank. Each Switch board should be provided with suitable capacity
fuses/ fuse indicator

Point

PVC lnsulated FRLSH Copper wire (lsl Marked)- Skyline/ Finole>/ Havells/ Polycab

PVC Conduit- CAP/ BEC/ Sieko/ AKG
r'lodular Switch/ Sockets - ABB/ Legrand/ Ml(/ Anchor/ Elleys/ Roma

2 6 A switch socket points on Sdb: S/F of 64 switch points with an additional indicator and
6Amp. modular Type switch & socket. lt shall have 3*1.ssq.mm FRLSH stranded Cu.
Wire as per requirement. The job shall be complete & to the entire satisfaction of the
Bank.

Point 8

PVC lnsulated FRLSH Copper wire (lSl Marked)- Skyline/ Finolex/ Havells/ Polycab

Modular Switch/ Sockets - ABB/ Leqrand/ Ml( Anchor/ Elleys/ Roma

3 Power Point: Raw power points on workstations / table / Printer etc with 3*2.5 Sq.mm
FRLSH Cu. stranded wire laid in 20mm OD PVC pipe medium conduit pipe laid &
concealed in wall/ floor/ panellingi partitions or above false ceiling as per requirement.
Each power point shall also consists of 1 nos of 16A,21315 pin sockets & 1 No., 164
Switch , wired together forming one point. The earth wire of green color only.

Point 8

PVC lnsulated FRLSH Copper wire (lsl Marked)- Skyline/ Finole)d Havells/ Polycab

PVC Conduit- CAP/ BEC/ Sieko/ AKG
Modular Switch/ Sockets - ABB/ Leqrand/ Ml( Anchor/ Elleys/ Roma

2 UPS
Assumed 2nos.of 3KVA UPS with 1P input & 1P output (lworkino + 1Sb)
The work shall also include cutting chase for conduits in the wall/ floor (Without
damaging the building/wall) along with clamping the conduit at every 750mm interval &
finally finishing the surface & matching the same with the existing surface. (ltem 6, 7 & 8)

1 UPS supolv requlatinq Chanqeover: S/F of 32A 4P changeover near Main Db for
regulating UPS supply including proper connections. The incoming supply shall be
tapped from 32A 3P MCB in main Db/ panel.

Each 1

When branch is closed this chanae over shall alwavs remain in "ON" position. lt will
enable suoplv to UPS even when branch is closed in evenino.
Chanseover Switch- C&S/ Havells/ L&T/ HPL

2 S/ F of 4way SPN Db metallic clw 32A 4P MCB including all connections complete in all
respects to the entire satisfaction of the Architecu bank.

Each 2

(1 near chanqe over & 1 in UPS Room)
Distribution Boards Double door in steel sheet housing - ABB/ MDS/ Lexicy' Siemens/
HPL
MCB- 1okA "C" Characteristics L&T/ Siemens/ Schnider/ Legrand

5 lncoming supply to UPS room: S/laying of 4 core 4sq.mm XLPE insulated armoured
Copper conductor cable from main Panel to 4way TPN Db in the UPS room to be laid in
medium duty 20mm PVC conduiu pipe & run on surface or concealed in wall/ floor/ flase
ceiling including connections at both ends with lugs.

25

Cables Armoured/ Unarmoured - Finoler/ Polycab/ Havells/ RR Kabel/ KEI

4a S/ F of 4 way HTPN Db complete with 634 4P MCB as incomer & 2-32 A 2P MCB as
outgoing for branch MCB complete in all respects to the entire satisfaction of the
Architect/ bank.

Each 0

b S/ F of 2way SPN Db dw 32A2P fot regulating UPS input supply complete in all
respects to the entire satisfaction of the Architecu bank.

Each 2

m



Distribution Boards Double door in steel sheet housing - ABBi MDS/ Lexic/ Stemens/
HPL
MCB- 1okA "C' Characteristics L&T/ Siemens/ Schnider/ Legrand

E Supply & laying of incoming & outgoing wiring to & from UPS with 3*4 sq.mm FRLSH

stranded Cu. Wires laid in 20125 mm flexible PVC pipe medium duty to UPS incoming &
from UPS outgoing

m 10

PVC lnsulated FRLSH Copper wire (lSl Marked)- Skyline/ Finole>r/ Havells/ Polycab

PVC Conduit- CAP/ BEC/ Sieko/ AKG

6 UPS Output Db in UPS Room - S/F of 8way SPN Db c/w 63A 2P MCB and 40A 2P for
branch + 2.16A2P MCB's for FDAS & CCTV as oiutgoing feeders including proper

connections thru lugs. The job shall be complete & to the entire satisfaction of the Bank.
Each 1

Distribution Boards Double door in steel sheet housing - ABB/ MDS/ Lexic/ Siemens/
HPL

MCB- 1OkA "C" Characteristics L&T/ Siemens/ Schnider/ Legrand

7 UPS Output Distribution Boards

Location on RHS wall opposite pillar behind officer on counter - S/ F of 12way SPN Db

clw 32A2P MCB and 3nos- 6A 1P ('1 for cash + 2 for router) + 2-1641P (1BM+ lfor 2
officers on counters) MCB's complete in all respect and as required & to the satisfaction
of the bank.

Set 1

Distribution Boards Double door in steel sheet housing - ABB/ MDS/ Lexic/ Siemensi
HPL
MCB- 1OkA "C'Characteristics L&T/ Siemens/ Schnider/ Legrand

8 lnput Wiring for UPS Db from UPS room with 2*4.0+1*1.5 sq.mm FRLSH stranded Cu.

wires laid in 20mm OD PVC pipe medium duty conduit pipe laid & concealed in wall/
floor/ panelling/ partitions or above false ceiling as per requirement. The rate should
include the cost of all materials, labour, T&P, taxes & levies, scaffolding, shifting of
furniture, carting away the debris and cleaning the floor etc.The job shall be complete &
to the entire satisfaction of the Bank.

m l5

PVC lnsulated FRLSH Copper wire (lSl Marked)- Skyline/ Finolex/ Havells/ Polycab

PVC Conduit- CAP/ BEC/ Sieko/ AKG

Point wiring for UPS points on workstations / table for computers using 3-1.5 Sq.mm

FRLSH Cu. stranded wire laid in 20mm OD PVC pipe medium conduit pipe laid &

concealed in wall/ floor/ panelling/ partitions or above false ceiling as per requirement.

Each point shall consist of 3 nos of 6A , 2/3 pin sockets & 1 No., 16A Switch , wired
together forming one point. The earth wire of green color only.

Each 7

PVC lnsulated FRLSH Copper wire (lSl Marked)- Skyline/ Finole/ Havells/ Polycab

PVC Conduit- CAPi BEC/ Sieko/ AKG
Modular Switch/ Sockets - ABBi Legrand/ Mt( Anchor/ Elleys/ Roma

4 Distribution Mains

1

S/F of 3no.63A 415V Kit kats rewirable Porcelain fuse carrier & base c/w 4hole heavy
duty terminals with shroud & cover including making of connection from electronic meter
c/w wooden board etc.

Set 1

LOM SFU/ Fuses- HPU L&T/ Siemens/ GE Power/ Schnider (MG)

2 ELECTRICAL PANELi Main controlling Db
No. 1

SITC of 4way Vertical TPN DB complete with 100A 4P MCCB as lncomer, 63A 3P MCB '
2Nos (1 HTPN+ lUPS) and 25A 1P MCB- 3 Nos (1 Signage + 1 strrong room + lspare)
complete in all respects as required.The job shall be completed, to the satisfaction of the
Bank Engineer/Architect.

LOM Distribution Board single/ double door in steel sheet housing - ABB/ MDS/ Lexic/
Siemens/ HPL

MCCB- Leqrand/ Schnider (MGy ABB/ Siemens/ L & T
MCB- 10kA "C" Characteristics L&T/ Siemens/ Schnider/ Legrand

3 Chanoeover: SIF of 634 4P changeover near Main Db for regulating DG supply
rncluding proper connections.

Each I

LOM Chanqeover Switch- C&S/ Havells/ L&T/ HPL

o



ofcost lugs,
armoured Copperlaying orwith @750mmon surface proper clampslaidbecableThe shouldetc.glands

all Thein respect.false completeConduiU ceilingPVCfloor/wall/in&laid concealed thefloor damagingthein wall/ (Withoutconduitsforchasesincludesalso cutting ofsizethrudone properbeshallconnectionAilcable.thewith clamplngalongbuilding)

4

m
Kit KatsPole & 25m
tofrom

Havells/

Cable

Each
under-allincompleteSITCHall

Record roomo/swall ilin PSrear spaceLocationor equivalent-Hagers

4P
for officerstcasn+2router+10 KA single

&1D
10A

L&F13nos.
- 3no.

thruto

LOM
housing -door steel

HPL
1"c"MCB-

Job

6

(lsrCopper

PVC
L&T/1 okA

14

clwcableconductor sq.mmAl.of 0sq.mm
switchto ChangeoverDGfromwtre proposedStranded (earthwire)CuFRLSH

saddleswith @600mmwith clampedbothat ends lugs dulyconnectionsitsincluding inscrews complete32x8mmwithscrewedMS duly25x3mm flat)fromMS clamps (Made
conditionssitein ASburied ground perifor requiredall respect

KEIRR

Dowells

6

Job

to be 1oft or more.

GIin earthingDual technologYof GIS/F ofalso includesThe3metres jobmrcronwith coating,o/D piPe
lead ofonetheon takingelectrodeboltsSS/GI nuts)holestwowith (withclamp with E/Nallin guaranteedrespectsMain completepanelwire uptoStrandedCumm strandedCuThethan 4sq.mmohms.IeSSvolts2 resistanceandthanlessofvoltage twobetween earthingdistanceTheinbolttheon earth panel.terminatedshallwire be

Job

2
havingin earthingtechnologypiPe

S/F GIofalso includesThe3metres jobmicron longwith 25 coating,o/D80mm pipe
lead ofone&theon takingelectrode&boltsSS/GI nuts)holestwowith (withclamp allin respectsroom completeUPSinearthlinkwire 6wayStranded uptoCu Theohms.thanlessandvolts resistance2thanlessofvoltageE/Nguaranteed Theearthlink.a 6wayonbeshall separateterminatedwireCumm stranded4sq. betweendistanceTheearthlink.thisfrombeshall takenPS earthingUforconnections

earthing Pits to be 1Oft or more'

30mor in recess for looPwire on
AS

6.

AS

of 4sq.mm FRLSH
to Db's or main

J

Copper wire

4 I

&

1

room
medium duty & concealed in wall/ floor/ panelling/

to be in )i mm OD PVC
The job also Includes supply & fixing

job shall beor above false ceiling as Per requirement.

32A 2P MCB in 2waY metallic box including connections with lugs. The

& to the entire satisfaction of the Bank.

1

ln

long.
t!

1

i

1

Each



1a SltC ot Z.ZZw LED Highly roboust lndustrial Box type Luminaire dw 2nos. 22w LED

tubes with builtin driver, Double sided connection suitable for Surface, Wall and Conduit

mounting c/w 2 nos. 20mm metallic conduit pipe for hanging complete in all respects. -
Make as approved by Bank/ architect

Nos. 10

'1b BEAM - SITC of above type fitting but on beam complete in all respects Nos. 4

Liqht Wipro/ Osrami Havells/ Greaves

2 S/F of Surface & - Ultra-slim poly carbonate
batten with inbuilt heat sink, anti glare polycarbonate diffuser & energy efficient

20W 1800 lumens - Make as approved by Bank/ architect
Each 10

Havells/ Crompton Greaves

J holder complete in all respect with 8w LED lamp (for Toilet area) Each 1

LED Bulb - Philipsi Wipro/ Osram/ Havells/ Crnmnlon Greaves/

Anqle holder - Leqrand/ Ml( Anchor/ Elleys/ Roma

4

S,/F of metal body wall mounted fan 450mm sweep - Sturdy & heavy duty metallic

Blades, Nickel Chrome plated guard -Make as approved by Bank/ architect Each

Fans- Crompton/ Havells/ Bajaji Usha

A SIF otenergy saving/ efficient ceiling fan 1200mm sweep double ball bearing type c/w

Electronic modular regulator- Make as approved by Bank/ architect
Each 9

Fans- Crompton/ Havells/ Bajaj/ Usha

b Supply &

architect
fresh air fan 230mm sweep - Bank/

Each 1

Fans- Crompton/ Havells/ Bajaj/ Usha

8 Data Cablinq
Supply & laying of 25mm OD medium duty PVC conduit c/w junction box, circular box,

elbows, bends & other accessories as required by chase cutting on wall, through
partition or over false ceiling. The work includes making good all damages to original

finish. painting etc. as required.

45

PVC Conduit- CAP/ BEC/ Sieko/ AKG

2 Supply & laying of CAT - 6e cables Giga speed thru pre{aid PVC conduit as directed by

the consultant from Server to Switch, Switch to computer data socket Including

interconnections as required complete in all respects.

110

Cable - Digi Linki Clipser/ National/ Polycab/ Lapp/ Finolex

J Srppty & F*rg 
"f 

XL RJ 45 toolless infomation outlet Grey colour cat 6e Giga speed including

interconnection with comectors (cost to be borne by contractor) as required complete in all

respects.

Each 7

UO- Disilink/ Tyco (AMP)/ Schnider/ D- Link

4 Supply & fixing of 7ft Grey colour Patch chord Giga speed Systimax/ D link make
Each 7

5 of 3ft Grey colour Patch D link make

Patch Schnider/ D-

Each 7

6 Dismantling & refixing of existing Rack, Patch Panel the exisitng

branch to the new Loction.

All rates are

Each 1

2

1

Patch Chord- Dioilink/ Tvco (AMP)/ Schnider/ D- Link

TOTAI COST OF ELECTRICALWORKS
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