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BLANK B.0.Q OF FURNITURE WORK FOR BARODA UP BANK AT MANSURGAN]J BRANCH

SCHEDULE - 'A' (FURNISHING WORK)

S.NO.

DESCRIPTION

UNIT

QTY.

RATE

AMT

PARTITIONS WORK

2.1

FULL / LOW HEIGHT SOLID PARTITION

Sq.Ft.

50.00

Full ht. Solid Partition including flush door & strong room partition up to 7' only
WITH LOUVRE :- Providing and fixing solid partition, the framing shall made out
of aluminium hollow section of 65mm x 37mm size 1.5mm thick of JINDAL / INDAL
as internal frame structure placed horizontally & vertically at max distance of 2’-0” x
2'-0" center to center. Fixing 6 mm thick commercial ply on both sides with 1.0mm
thick laminate on top of approved shade with groove pattern as per instructions of
Architect. The rate shall include the cost of providing skirting of 100mm wide lined
with 1Imm thk laminate and providing & fixing a border at top of 100mm wide lined
with 1mm thk laminate complete. Laminate Should be considered up to two or three
color combination. The edge beadings with steam beach wood should be finished
with melamine polish if required, frame work above false ceiling done shall not be
measured but contractor may factor it while quoting there rates as measurment up
to false ceiling lvl..

The rate inclusive of providing & fixing of required flush door of 37mm thick
approx. with 1.0mm th.laminate both side with steem beech wood chowkhat of size
75mm x 65mm approx and Item includes Heavy-duty SS ball bearing butt hinges
100 x 5.5 mm (4 Nos. per shutter) with screws etc.The shade of laminate finish to be
got approved from Bank. . All as per the design and instructions Bank.

Note :- For the purpose of payment partition shall be measured including the area of
door/door frames up to false ceiling heaight.

Framework shall be regidly secured to floor, bottom of slab & exisitng walls at 2'-0"
c/c with dash fasteners.

2.2

Full/Low height glazed partition in manager cabin

Sq.Ft.

180.00

Providing and fixing in position full/ low height double skinned partly glazed
partition upto the ceiling.The framing shall made out of aluminium hollow section
of 65mm x 37mm size 1.5mm thick of JINDAL / INDAL as internal frame structure
placed horizontally & vertically at max distance of 2’-0” x 2'-0" center to center.
Fixing 6 mm thick commercial ply on both sides with 1 mm thick laminate (as per
approved shade) on both the sides upto 3'-0" level. It shall also have 8 mm thick
etched Modifloat glass from 3'-0 " to 7'-0" level. The design of the 4mm grooves
shall be as per the drawing. It shall also include for the semiglazed door of 8 mm
thick Modifloat Glass including all hardware and provision for laying conduits,
switch boxes etc. It shall also include the door as per the design and skirting of 4"
wide laminate in approved shade. The door to be provided with proper door closers,
locks and all necessary hardwares as per the approval of the Architect.

2.3

Single window Partitions CASH CABIN

Sq.Ft.

50.00

Providing and fixing in position Double skin partition 7'-0" height.The framing shall
made out of aluminium hollow section of 65mm x 37mm size 1.5mm thick of JINDAL
/ INDAL as internal frame structure placed horizontally & vertically at max distance
of 2’-0” x 2'-0" center to center. Fixing 6 mm thick commercial ply on both sides with
1 mm thick laminate of approved colour and shade as per approval of the Architect.
The partition to include 8 mm. thick Modi Float glass with etching on the sides and
back including a door 3'-0" wide as per the approval with all necessary hardware,
night latches etc. All exposed edges to be covered with steam beech wood
Beading,4mm grooves in places as per design duly melamine polished inclusive of all
materialshardware, night latches, labour, T&P, taxes, levies, etc. completed to the
satisfaction of the bank & drawing.

2.5

Front Glazeing In head cash cabin & SWO

Sq.Ft.

15.00

Providing & fixing 10mm thick toughened clear float glass to shape for front side of
the cash counters including cutting the holes and providing & fixing TW beading
polished and tinted to approved shade. ( including SWO/Chief Cashier front Glass).

6a

Aluminium grill on the ceiling of Cash cabin

Sq.Ft.

50.00
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Note: - For the purpose of payment partition shall be measured including the area of
door / door frames up to false ceiling height.

Framework shall be rigidly secured to floor, bottom of slab & existing walls at 2’-0”
c/c with dash fasteners.

TOTAL OF PARTITIONS WORK

DOOR & ACCESSORIES

3.1

Main Entrance Door

Sq.Ft.

125.00

Providing and fixing aluminium entrance doors with 12mm floatglass (3M frosted
sticker) as/design with top & bottom section of 45 by 90mm , 2Zmm thick section of
hindalco/indal anodized in approved colour with 25 micron anodizing along with SS
C shaped handles of kitch or equivalent make along with floor spring of
hemco/everite make. The item also includes door lock completed to the satisfaction
of the architect.

3.5

Supplying and fixing of Dorma/GEZE Dline / Hardwyn/Godrej or approved
equivalent Door Closer for wooden door for Branch manager, Banking hall, Chief
Cashier, Dinning ,UPS,Toilet

Nos

2.00

3.6

Supplying and fixing of mortice door lock of hardwyn make HML-480 Lock Body 304
Stainless Stell. (in BM Cabin, Store room 0. Cash cabin shall be Godrej Night
latch.(atm 1 No.)

Nos

2.00

3.7

Supplying and fixing of door stopper SS Grade 304, HESSF-2C hardwyn make.

Nos

5.00

TOTAL OF DOOR & ACCESSORIES

WORKING COUNTER

4.1

CASH COUNTERS

Rft.

5.00

Providing and fixing Chief Cash Counter in split-levels @ 2’-6” (height 750mm) &
18” (1140mm) with 2’-6” & 15” wide each respectively . Upper levels having 12mm
thick frosted toughened glass (i/c taxes and transportation). Edges of 18” wide
counter shall be 12mm thick frosted toughened glass. Lower tier shall be made of 19
mm thick ply wood finished in 1.5mm thick laminate. Exposed edge having steam
beech wood edging of size 1 %" x 1”. Vertical face shall have 12mm thick frosted
toughened glass as per requirement of design. All exposed surfaces shall be finished
with 1.0mm thick laminate of approved shade and colour.

1 no. prefabricated metal computer key board tray including drawer slides 12.5” x
22" tray with 14” telescopic slides including L - brackets for securing to the table
top. Chest of drawers (size 1’-4” x 2’-0” x 2’- 5”) made of 19mm thick commercial ply
wood having three drawers finished with 1.0mm thick Laminate on all sides. Each
drawer shall have locking system and 6” long S.S. brushed finished handle, drawer
slides etc. of approved make. All exposed edges of ply wood sealed with Steam
beech wood beading of size %” x %”. All beading and exposed wood shall be
melamine polished and the Internal surfaces shall be 0.8 mm thick laminate.Iltem
includes readymade metal powder coated CPU trolley, grommet, footrest for each
seat. All complete as per approval and instructions of the Architect / employer.The
rate also include providing and fixing painting a foot rest using hard wood 100 x
25mm size 1st class seasoned country frame.

Payment will be made only on the centerline measurement. The rate shall include the
cost of providing skirting of 100mm wide lined with 1.0mm thk laminate and
providing & fixing a border at top of 100mm wide lined with 1.0mm thk laminate
comlpete. the Internal surfaces shall be.75 mm thick laminate.

4.2

RUNNING COUNTER

Rft.

9.00

Providing and fixing staff counter/SWO in split-levels @ 2’-6” (750 mm) & 3'1"
with 2’-6” (750 mm) & 9" wide each respectively . Upper levels having 1 mm thick
laminate with 19 mm thick commercial ply top. Lower tier shall be made of 19mm
thick ply wood and finished in 1 mm thick laminate. Working top having steam
beech wood edging of size 1 %2” x 1”. Vertical face shall have 19 mm thick commercial
ply over pine wood framework as per requirement of design. All exposed edges of
ply wood sealed with Steam beech wood beading of size %4” x 34”. All exposed
surfaces shall be finished with 1.0mm thick laminate of approved shade.
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The item includes Chest of drawers (size 1’-4” x 2’-0” x 2’- 5”) made of 19mm thick
commercial ply wood having One drawers at top and a storage cabinet below having
shutters of 19mm thick ply wood finished with 1.0mm thick Laminate on all sides. 1
no. prefabricated metal computer key board tray including drawer slides 12.5” x 22”
tray with 14” telescopic slides including L - brackets for securing to the table top for
each seat. All beading and exposed wood shall be melamine polished and the
Internal surfaces shall be 0.8 mm thick laminate. Item includes 1’-3” high 12mm
thick toughned glass above upper tier and readymade metal powder coated CPU
trolley, grommet, foot rest for each seat. All complete as per approval and
instructions of the Architect / employer.The rate also include providing and fixing
painting a foot rest using hard wood 100 x 25mm size 1st class seasoned country
frame. Payment will be made only on the centerline measurement.

The rate shall include the cost of providing skirting of 100mm wide lined with
1.0mm thk laminate and providing & fixing a border at top of 100mm wide lined
with 1.0mm thk laminate comlpete.

TOTAL OF WORKING COUNTER

TABLE & FURNITURE

5.1

MANAGER TABLE ( Size:- 6'-0" x 2'-6") ht. 2'-6"

1.00

Providing and fixing tables made out of 19 mm thick commercial ply over hard wood
frame work finished with 1 mm thick laminate of approved shade. Top having steam
beech wood edging of size 2” x 1 34”. 10mm thick clear float glass with beveled edges
shall be provided on the finished to 19mm thk Comm.ply wood of approved make
cladded with 1Imm thk. laminate( color with vertical grain) as per design in all visible
areas. All the exposed edges to be covered with wooden steam beech lippings and
mouldings duly malamine polish. The drawers to be made out of 19mm thk ply
wood with 1.0 mm laminate finish in the front, and bottom to be made out of 6mm
plywood and it should play in drawer sliding telescopic channels. The inside of the
drawer shallbe 0.8 mm thick laminate. & Table back side wil be 1mm laminate. A
leg rest to be provided duly polished made out of 3"x2" Wooden Section.The rate
inclusive of providing &fixing wooden cabinet to suit the DVR for size 2'X6"X1'9" or
as per the requirements)

A shutter to be made by 19mm ply wood cladded with1.0mm laminate .The
necessary locks handles to be provided in each drawers and shutters. 3" x 1/2"
wooden skiritng to be provided in all visible areas duly polished. The necessary wire
managers(SS) to be provided on the tables and provision for lights to be kept if
required in the front of the table. All the exposed areas to be duly malamine polished
The work to be completed as per design and approval of the Bank. The table should
have key board tray and CPU Trolly to be Modular. All as per the design and
instructions Bank the Internal surfaces shall be .75 mm thick laminate.

5.2

Officer table same as above without glass top ( Size:- 5'-0" x 2'-6") ht. 2'-6"

Nos

1.00

TOTAL OF TABLE & FURNITURE
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STORAGE & SIDE UNIT

6.1

Side and Back Unit

Providing and fixing Side Unit/ Back unit 400 mm depth made out of 19mm ply
wood finished with 1.0mm laminate in all exposed areas and top shall be 1 mm
thick . The drawers to be made out of 19mm commercial plywood and cladded
with 1.0mm laminate and bottom made out of 6mm comm ply duly painted in
matching tone and it should play on drawer sliding channels . The shutters to be
made out of 19mm commercial ply wood and should play on drawer sliding castors
on powder coated channels. The necessary locks, handles, etc to be provided . 3"
x1/2 wooden skirting to be provided duly polished as per matching tone all along
the visible areas . Inside of the unit shall be.75 mm thick laminate. in matching tone
. All the exposed edges of the boards/ply woods to be coverd with woden
lippings/mouldings duly polished all complete. The work to be completed as per
approval and specification of the Architect.

Nos

2.00

6.2

Low / FULL HT cabinet

Sq.Ft.

0.00

Providing and fixing Full /Low height Cabiner400mm deep made out of 19mm thk
plywood finished with 1.0mm laminate in all exposed areas . The Shutter to be
made out of 19mm ply wood in the front cladded with 1.0mm laminate( color,
vertical grain) . and bottom made out of 6mm plywood duly painted in matching
tone and shelves 19mm thk comm ply wood to fixed inside storage. The shutters to
be made out of 19mm ply wood . The necessary locks , handles, etc to be provided .
3" x1/2 wooden skiritng to be provided duly polished as per matching tone all along
the visible areas . Inside of the unit shall be 0.8 mm thick laminate finish. All the
exposed edeges of the boards/plywoods to be coverd with wooden
lippings/mouldings duly polished all complete.All as per the design and instructions
Bank.

6.3

Main Electrical Panel Cabinet

Sq.Ft.

35.00

Providing and fixing of DB Shuttering formed of 12mm thk plywood wood on 12mm
thick Gypsum board (fire Proof) with finsih as per Item no 1 for inside and out side
shutters finished with laminate on outer surface with SS (4Nos) louvre perforation
and necessary hardware,hinges etc complete as per details. All as per the design and
instructions Bank.

TOTAL OF STORAGE & SIDE UNIT

OTHER MISCELLANEOUS ITEMS

7.1

PIN UP / NOTICE BOARD

Providing and fixing soft board with necessary framework with 12mm BWR
plywood on top 12 jolly board to be fixed finished with fabric @Rs80 , with
necessary mouldings duly polished along the periferi. All as per the design and
instructions Bank.

Sq.Ft.

24.00

7.2

WRITING LEDGER & Cheque & sugestion box

NO

1.00

Providing and fixing writing ledge as per design minium 5 ft length made out 19mm
comm. board with necessary grove patterns with 1.0mm laminate. 10mm thk
machine polished glass to be provided on top of the writing ledge. Small boxes to be
made out of 12Zmm comm. ply to be made on top of the writing ledge finished with
1.0 mm laminate, inside surfaces shall be .75 mm thick laminate. and rate should be
included providing fixing of sugestion box & Cheque deposit box as per approval of
bank .The work to be completed as per design and approval of the architect.

7.3

wall/column PANELLING

Sq.Ft.

95.00

Fabricating and fixing wall/column paneling, the framing shall made out of
aluminium hollow section of 65mm x 37mm size 1.5mm thick of JINDAL / INDAL at
spacing not exceeding 600mm bothways (horizontal and vertical). Paneling
framework to be secured to wall surface/column surface.Paneling framework to be
clad on one side with 9mm thick ply finished with 1.0mm thk laminate including
skirting of 100mm high & 12mm x 12mm groove at skirting level. All as per the
design and instructions Bank.

7.4

Customer Table - (4'-0" X 2'-6")

Providing and making a table of over all size of top as mentioned above. It shall
consist of 34” thk. Comm. Ply top as per design (double edge on outer edge with 1
1/2" thk half moulding on the edges) supported on %” thk. Comm. Ply
verticals.supported on wooden base (as designed by the architect). Suitable wooden
moulding as architect design with mellamine shall be provided to the edge of the top.
All external surfaces to be finished in 1 mm laminate. & the Internal surfaces shall be
.75 mm thick laminate.
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7.5

BOXING FOR ROLLING SHUTTER

WITH ACP FINISH

Sq.Ft.

60.00

Providing and fixing boxing for the rolling shutters.l. Framing shall consist of]
Aluminium Sections of 50 mm x 25 mm @ 600mm C/C. Both ways horizontally
and vertically on the wall / with Aluminium Sections of 2"x1" as directed by Bank
/ Architect. This framing would be covered by with 2mm thick "Aluminium
Composite Panel”. The rate shall inclusive of necessary fixtures and fittings,
sealant etc.

complete.

GRAND TOTAL FOR FURNISHING (A)

* GST EXTRA AS APPLICABLE




